powerMELA Brake Chopper

System safety

KEY FEATURES TECHNICAL DATA

« Developed specifically for electrical braking, DC-Network safety and protection « Up to 800VDC nominal voltage

against overvoltage in mobile working machines . 500 kW max. power

« The compact design is attainable with transformer oil cooling Optional insulation monitoring

« Toreach a high safety the brake chopper offers protective insulation . Optional control via 2 x CAN bus

- The chopper unit is designed for continuously adjusting the braking power and

] o « Weight 53 kg
the desired values can be specified over CAN bus

S -Technik Wied GmbH

Am Bérenwald 6
87600 Kaufbeuren

+49 8341 9505-0
info@sensor-technik.de
www.stw-mm.com
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BLOCK DIAGRAM
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TECHNICAL DATA

Operation Data

Size (resistor) 3x2R20
Rated voltage DC (passive range) up to 695V

Operating voltage range DC (active range) up to 800V

Rated capacity 50 kW Up to 650VDC (continuous braking)

Maximum power 500 kW Short time to 2 seconds (emergency braking)
Earthing System IT (not connected to the grid)

Maximum impulse withstand voltage 4000V

Insulation monitoring
Control type

Temperature range

optional
Brakes, overvoltage protection, intermediate circuit discharge

-40°C...+85°C
-40°F ...+185°F

LV Power supply DC 9...32V

Mechanical Data

Protection class IP6KIK Communication Connector IP67
Maximum coolant temperature 60°C/140°F Transformer oil 50 1/min
Cooling line connection 2 xM26x1,5

Connection DC line 2 x70mm? with 8mm cable lug

Connection Communication
Control connection
Maximum operating height
Weight

Dimensions Lx W x H (L x W x H)
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19 pins, 2x CAN; I/0

2x CAN

5000 m.a.s.l.

53 kg

507 x363 x 324 mm (19.96 x 14.29 x 12.76/inch)
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TECHNICAL DRAWING
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4x thread M8 16

safety note

inner casing for HV-connection

for carrying and mounting type plate

on both sides
torque: 15Nm

),

communication connector
male, 19pole
Sourioau series 8525-17N14B19PNH

power connector
for HV-cabel
installation after datasheet

4x frontpanel screws
M6x12
torque: 7Nm

cooling connector:
thread M26x1,5 V18
wrench size: max. 36
torque: 30Nm

bleed screws:
M10x1
4x thread M8 T 16 rorauer oA
for carrying and mounting [ / bleed screws:
on both sides M5
torque: 15Nm torque: 20 Nm
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